
EVOQUA ION X CHANGER®  
CARTRIDGES 

INSTALL A HIGH QUALITY WATER 
SYSTEM IN MINUTES AND SAVE 50% 
OVER DISTILLED WATER COSTS  

Choose the right ION X CHANGER® Cartridge: 
 

• Adsorber Cartridges are recommended for the pretreatment 
of water before deionization when the raw water contains ap-
preciable amounts of organics, free chlorine and chloramines, 
phosphate complexes and turbidity.  

• Metex™ Cartridges enable the removal of all metallic ions to a 
level of 1% of the influent concentration. Metex cartridges are 
perfect for removal of ammonia and other cations from conden-
sate samples. 

• Universal Cartridges reduce the ion concentrations of water 
to a level obtainable by single distillation. Universal cartridges 
remove essentially all ionizable constituents with the exception 
of silica and free carbon dioxide and produces water ideal for 
humidifiers and steaming devices. 

• Research Cartridges reduce the ion concentration of water to 
a level obtainable by triple distillation. Research cartridges re-
move essentially all ionizable constituents including silica and 
free carbon dioxide. When operated in the Duplex Mounting 
Bracket Assembly, as recommended, water with a resistivity as 
high as 15,000,000 ohms-cm can be produced. 

ADSORBER Flow: 7.2 gph 

METEX™ Max Capacity: 3200 (grains as CaCO3), 7.2 gph 

UNIVERSAL Max Capacity: 1600 (grains as CaCO3), 7.2 gph 

RESEARCH Max. Capacity: 1000 (grains as CaCO3), 7.2 gph 

CARTRIDGE SPECIFICATIONS 

Product Details, Ordering Options and 24-Hour Customer Service at    www.evoquaadvantage.com 

Cartridges can be used as a Single or Duplex System with corre-
sponding mounting brackets.  
 

Popular cartridge combinations include:  
 

• Adsorber/ Universal for substandard water supplies 

• Universal/ Research System where mineral salts are a con-
centration of 10 grains per gallon of expressed CaCO3 or more. 

ADSORBER II (1 PK) W3T184483 

ADSORBER II (6 PK) W3T184175 

METEX II (1 PK) W3T183794 

METEX II (6 PK) W3T184546 

UNIVERSAL II (1 PK) W3T184478 

UNIVERSAL II (6 PK) W3T184929 

RESEARCH II (1 PK) W3T185125 

RESEARCH II (6 PK) W3T184548 

Single ION X CHANGER® 

Bracket* 
W3T184222 

Duplex ION X CHANGER® 

Bracket* 
W3T184340 

ORDERING INFORMATION 

Ion X Changer and Metex are trademarks of Evoqua, its subsidiaries or affiliates, in some countries. 

All information presented herein is believed reliable and in accordance with accepted engineering practices. Evoqua makes no warranties as to the completeness of this information. 

Users are responsible for evaluating individual product suitability for specific applications. Evoqua assumes no liability whatsoever for any special, indirect or consequential damages 

arising from the sale, resale or misuse of its products. 

© 2017 Evoqua Water Technologies LLC      Subject to change without notice 

Single Bracket 

*Contains everything needed to setup one ION X CHANGER 

cartridge system, except faucet. Requires tubing inlet connec-

tion. 


